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GENERAL NOTES

THE LOCATION OF PROPOSED GEOMETRICS MUST BE CONFIRMED PRIOR
TO THE INSTALLATION OF SIGNAL EQUIPMENT.
ALL SIGNAL EQUIPMENT SHALL BE INSTALLED TO FINAL GRADE.

ALL UNDERGROUND AND OVERHEAD UTIUITIES SHOWN ON THESE PLANS
ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE. :

THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY
PRIOR TO THE CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED
IN THE FIELD, IF THE CONTRACTOR PERCEIVES THAT A CONFLICT
BETWEEN UTILITIES AND THE TRAFFIC SIGNAL WILL OCCUR, THE
CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER IMMEDIATELY

SO THAT THE CONFLICT MAY BE RESOLVED.

REMOVE ALL UNUSED CABLE

-SHA RIGHT OF WAY

SPECIAL NOTE:

1. FOR THE CONTROLLER RELOCATION,THE CONTRACTOR SHALL CONTACT THE STATE POLICE FOR TRAFFIC CONTROL DURING
SWITCH-OVER AND WORK SHOULD OCCUR ON A SATURDAY OR SUNDAY DURING NON-PEAK HOURS.

2. THE CONTRACTOR SHALL KEEP THE SIGNAL OPERATIONAL UNTIL READY TO MOVE THE CONTROLLER.

3. NEW INTERCONNECET CABLE SHALL BE INSTALLED BETWEEN THE PROPOSED CONTROLLER AND THE EXISTING
CONTROLLERS AT US 301 AND MD 225 AND US 301 AT HERITAGE GREEN PARKWAY. APPROXIMATE LENGTH OF
OVERHEAD AND UNDERGROUND INTERCONNECT CABLE IS 4200 LF. ' : :
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